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OCC – Lighting Fixture Upgrade July 19, 2010 
Addendum No 1 

 
 
Date:   July 19, 2010 
 
 
To:   All Prospective Bidders 
From:    Heather Peck – Construction/Capital Projects Division  
 
 
Oregon Convention Center – “Lighting Fixture Upgrade Project “ 
 

Addendum No. 1 
 

MERC has issued an addendum to the Request for Proposals for the “OCC – Lighting Fixture Upgrade Project”. 

The purpose of this addendum is to supply clarification regarding installation of DelRay fixtures to be used in this 
project. 
 
 

As per DelRay manufacturer’s installation instructions, no drywall removal or repair is expected 
(See attachment A). 
 

Should  damage  occur  during  replacement,  Contractor will  be  required  to  repair  drywall  to  pre‐construction 
condition (includes painting). 

 
 
 
 
 
 
 
 
 
 
 
 
 

For  questions,  please  contact  Heather  Peck,  Division  Manager ‐  MERC  Construction/Capital  Projects  at 
heatherpeck@mercvenues.org  or at 503‐731‐7846. 
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DELRAY
3"
RV3109
RV3113

4"
RV4113
RV4118
RV4126
RV4132

5"
RV5109
RV5113
RV5118
RV5126
RV5132
RH5113
RH5118
RH5126

6"
RV6109
RV6113
RV6118
RV6126
RH6209
RH6213
RH6218
RH6226
RW6209
RW6213
RW6218
RW6226

7"
RV7109
RV7113
RV7118
RV7126
RH7209
RH7213
RH7218
RH7226
RW7209
RW7213
RW7218
RW7226

7.5"
RH7.5209
RH7.5213
RH7.5218
RH7.5226
RH7.5232

8"
RH8209
RH8213
RH8218
RH8226
RH8232

9"
RH9209
RH9213
RH9218
RH9226
RH9232

LIGHTOLIER
3"

4"
7036
7053
7057
7058
7701
8053

5"
7780

6"
7029
7054
7059
7280
7284
7705
7760
7771
7774

7"
1102

7.5"
7032
7042
7055
7060
7709
7776
33121
33923

8"
7707

9"
33013
34000

HALO
3"
H99
H1499
H7140
H7520

4"
H7400
H7410
H7500

5"
H43

6"
H7
H27
H44
H7LUT
h7601
h7620
M7600

7"
H500
H600
M700

7.5"
H7800
H7801
H7802
H7840
H7901
H7940
M7800

8"
H42
H46

9"
M7010
M7011

MARCO
3"
MX4
V100E101
D101

4"

5"

6"
D201
D202
E201

7"
A300
D301
D302
D306
E301
V200
V275
W300

7.5"
D401
E300
E401
R201

8"
A504
A602
D401
D402
D408
E400
W400

9"

PRESCOLITE
3"
1204

4"
20HF
77

5"
29H
1054
1212
1220
1222
1252
1260

6"
39H
1058
1224
PBX

7"
79

7.5"
1060

8"
84

9"

PROGRESS
3"
P16
P30
P6917
P6921
P6922

4"

5"
P10
P20
P35
P6916

6"

7"
P6
P7
P8
P21
P36
P6952
P6976
P6995
P6996

7.5"
P19

8"

9"

OMEGA
3"
C1010
LV103

4"
LICM
JQ1
JC1
JB1
JXB1
JX1

5"
C3212
C3512
C3533
C3543
E4300

6"

7"
C4213
C4503
EY4000

7.5"
C5000

8"
C5014
C5023
C5025
C5084
C5504
C5515

9"
C7552
C7553
C7562
C7563
C7573

CAPRI
3"
AE09X
RX43
LV1EX

4"

5"
ADX6
A15X

6"
AE60X
AE01X
AE11X
AE75X
LV10TX
R10
RMA100

7"
LV3TX
LV4TX

7.5"
AD8X
AE03
AE14X
AE85X

8"
A15X

9"

E. PRICE
3"
A1914
DL20

4"

5"
38/5AA
A19/5
A19/55
AR/4
DL38/6
MR/4

6"
A21/6
A21/65
DL38/6

7"
DL30
DL/38/40

7.5"
A21/7
A23/7
A25/7

8"

9"

K. VERSON
3"
C7300

4"
B7219

5"
C7319
E7519

6"
C7319
E7519

7"
B7224
D7424
D7455

7.5"
D7447

8"

9"

JUNO
3"
TC1
TC14
TC1

4"
TC44

5"
TC20
TC919

6"
TC2
TC906
TC920

7"
TC45
TC46

7.5"
H708
T906
TC908
TC925

8"
TC5
TC940

9"

LITHONIA
3"
MB1
MC1
ME1

4"
JB1
JC1
JO1
JXB1
JX1
LICM

5"
A5
AZ6
JE1
LPJ

6"
A6
D6JE
LICJ
LQJ
R52
RB1
RB3
RC1
RO1
RX1
RX2

7"
79

7.5"
1060

8"

9"

KIRLIN
3"

4"

5"

6"

7"

 
7.5"

8"

9"

F I X T U R E  C O N V E R S I O N ,  R E T R O F I T  C L A S I F I E D  B Y  U N D E R W R I T E R S  L A B O R A T O R I E S  I N C . ®
F O R  U S E  W I T H  I D E N T I F I E D  F I X T U R E S  O N L Y

 WARNING   Risk of fire or electric shock. Reflector kit installation requires knowledge of fluorescent 
lighting fixture electrical systems. If not qualified, do not attempt installation. Contact a qualified electrician.

1.  To ensure the success of the installation, be sure to read these instructions and review the diagram 
thoroughly before beginning.

2.  All electrical connections must be in accordance with local codes, ordinances or the National Electrical 
Code. If you are unfamiliar with methods of installing electrical wiring, secure the services of a qualified 
licensed electrician.

3.  Before starting the installation, disconnect the power by turning off the circuit breaker or by removing the 
fuse at the fuse box. Turning the power off using the light switch is not sufficient to prevent electrical shock.

NOTE: The important safeguards and instructions appearing in this manual are not meant to cover all 
possible conditions and situations that may occur. It must be understood that common sense, caution and 

care are factors which cannot be built into any product. These factors must be supplied by the person(s) 
caring for and operating the fixture. Check the contents of the box. You should receive:

• Wiring harness consisting of J-box with ballast and socket cap. • Wire connectors, flex connector, J-box 
connector  • Reflector  • Mountig Clips (optional)

Wire the luminaire following the wiring diagram on the ballast or inside the box. Use U.L. Listed wire 
connectors suitable for the size, type and number of conductors. No loose strands or loose wires should be 
present. Secure the wire connectors with U.L. listed electrical tape and wire nuts. Install the lightbulbs (not 
included). Refer to the relamping label located on the reflector for correct lamp wattage - Do not exceed 
recommended wattage. Restore electricity and check  your new lighting fixture.
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